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; See Note 2 AC Dike
1 ?250 mm Min ) Slot . 4
-~ AC Dike Ll 450 mm Slotted CSP
Outlet | /,rSOO mm CSP
pipe D+100 mm 300 mm CSP downdrain
/——‘ U downdrain
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TYPE GMP |NLET \\Mor?ur 450 mm Slotted CSP— 450 mm x 300 mm
See Standard Plans D75 and D778 CSP tee ————
for additional inlet details —TYPE GCP_INLET N ELEVATION PLAN
N Standard Pl D75 and D77B = VATIVIN AN
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SHOULDER INSTALLATION 450 mm SLOTTED CSP _TO 300 mm CSP DOWNDRAIN (o
SLOTTED DRAIN CONNECTIONS TO STANDARD INLET STRUCTURES g
Slot _AC Dike
__AC Dike N - »
{'”/Q Freeway / 450 mm Slotted CSP a"
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— Median barrier ﬁ CSP riser . 450 mm Slotted CSP — >
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75 mm Min /Concrefe e Ei =450 mm x 90 CSP elbow
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R SHOULDER INSTALLATION 450 mm SLOTTED CSP TO 450 mm CSP DOWNDRAN (&
cross drain >
csp s /450 mm x 300 mm CSP tee
longitudinal — _~AC Dike Fo—_ / End slot
slotted drain RISER CONNECTION DETAIL 2 L =t
TYPICAL CROSS SECTION
—— 450 mm x 300 mm
Veasured as 100 mm CSP Fi CSF Tee 450 mm Slotted CSP
NOTES mm riser —— _ .
Slotted CSP—_ Ks\oﬁ’ed C,S,P 300 mm CSP riser
. Either field joint sealed with a pliable mixture of sand, ,/
portland cement and emulsified asphalt (mixture of | part W ELEVATION-SIDE VIEW
portland cement, 3-5 parts sand and I, parts SSI
emulsified asphalt), or continuous weld. SHOULDER INSTALLATION 450 mm SLOTTED CSP TO 300 mm CSP RISER
2. “'D” equals nominal pipe diameter. * %
o ) ) Measured as STATE OF CALIFORNIA
3. Length of elbows and tees is included in the linear downdrain or DEPARTMENT OF TRANSPORTATION
meter of pipe involved shown on the Drainage List riser involved
o e el e MEASUREMENT OF CORRUGATED STEEL SLOTTED CORRUGATED STEEL
4. Watertight joints required on all slotted CSP connections. PlPE DRA'N DETA"_S
PIPE ELBOWS AND TEES USED WITH SLOTTED DRAINS
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